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ITEM | QTY |[MANUFACTURER PART NUMBER DESCRIPTION
| | FuJiTsu FCN-707B034-AU/B IDC SOCKET CONNECTOR, 34 PIN, (500 CYCLES)
2 5" BELDEN 8669-250-0 SHIELDING/BONDING CABLE .5" ID (NEWARK 02F4322)
3 .65" ALPHA WIRE FIT-350-1/2 KYNAR HEAT SHRINT TUBING, CLEAR, UL STD. 224, 1/2" OD, 2:| SHRINK RATIO
L 24" BELDEN OM2833L ROUND-FLAT CABLE, SHIELDED, |7 PAIRS, 28 AWG, (7 x 36), NEC CL2
) | PANDUIT PLT.7M-C CABLE TIE, 3.1" LONG, I8LB TENSILE STRENGTH, NYLON
6 BERG / FCI 72L77-1221 L X |2, 2 MM UNSHIELDED CABLE CONNECTOR KIT, .8UM AU PLATING, FOR 28-30 AWG WIRE
6A | BERG / FCI 72513-002 TOP COVER PIECE
6B | BERG / FCI 72513-001 BOTTOM COVER PIECE
6C 2 BERG / FCI 7239L4-122 DUAL ROW IDC SOCKET
6D | BERG / FCI 72389-00I EJECTOR TAB
7 |4 ALPHA WIRE 299/2 WIRE, BUS BAR, BARE, 28 AWG, 1.6" LONG
e e cut—away vievx{ showing
CABLE LABEL Az [T overlap of braids
(APPLY TO CABLE MIDWAY BETWEEN CONNECTORS) 8lazlp £ (soldered together)
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SERIAL NUMBERS(XXX) 12003 i ,,
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CATHODE PCB TO FEE
SIGNAL CABLE FORST. 2 & 3
APRIL 2000 SN XXX
PHENIX 105-0312-305
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Flatten and then solde/r tin
end of braid to prevent fraying

P1 P2
SIG. 1 3 Brown a a 53
RET. 1 5 Tan o3
SIG. 2 3 Red oe
RET. 2 e Ton o8
SIG. 3 6 Crange D7
RET. 3 5 o 08
SIG. 4 8 Yellow D9
RET. 4 ] Tan 5
SIG. 5 10 Green C1
RET. 5 11 Tan €9
SIG. 6 > Biue s
RET. 6 13 Tan C7
SIG. 7 14 Purple C6
RET. 7 15 Tan C5
SIG. 8 16 Grey C4
RET. 8 17 Tan c3
SIG. 9 18 White B3
RET. 9 19 Tan 54
SIG. 10 70 Blgok o
RET. 10 28 Ton =
SIG. 11 o Brown =
RET. 11 2 Tan o8
SIG. 12 3 Red oo
RET. 12 e Ton 5
SIG. 13 5 Orange o
RET. 13 2 Tan o
SIG. 14 28 Yellow A8
RET. 14 2 Tom i~
SIG. 15 30 Green A6
RET. 15 31 Tan A5
SIG. 16 32 Blue A4
RET. 16 33 Ton A3
RET COM 34 Purple A2
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— 28 AWG wires to from
unused sockets to shield
(not visible)
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END VIEW
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Cut cable for 24" sections as shown

discard unusable cable

DETAIL OF BELDEN (9M2833L4) CABLE CUTS
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Notes:

1. Cable is .05@" pitch, which matches connector J1.
2. Connector J2 has 2mm pitch, and will be attached to
round section of cable, so wires will need to be separated

and individually terminated.
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